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Leading the way in versatile and affordable

desktop printing.

Direct thermal (LP) and thermal transfer (TLP) four-inch 2844 bar

code label printers bring new levels of performance to the Zebra

desktop family. Along with their siblings, the LP and TLP 2824,

these space-saving, user-friendly printers deliver optimal performance

in today’s on-demand desktop labeling applications.

Superior Printing at a Great Price

Both 2844 printers feature a new-generation printhead and

enhanced controller board, motor, and power supply, enabling

print speeds of up to four inches per second. OpenACCESS™

design and a clear media window make media loading and

monitoring easy, and a full five-inch media roll means fewer

label changes. Plus parallel, serial, and USB interfaces—and a

ZebraNet® PrintServer II option—make these flexible, reliable

and affordable printers a smart investment!
MAXIMUM PRINT AREA

(STANDARD MEMORY)

LP 2844 TLP 2844

Width: 4.09”/104mm Width: 4.09”/104mm

Length in page mode: Length in page mode:

11”/ 279mm 11”/ 279mm

(OPTIONAL MEMORY)

LP 2844 TLP 2844

22”/558mm 22”/558mm

Length in line mode:

unlimited

RESOLUTION

203dpi/8dots per mm

MAXIMUM PRINT SPEED

4”/102mm per second

MEMORY

Standard: 512KB Flash; 256KB SRAM

Optional: up to 1MB Flash; 512KB SRAM

PHYSICAL CHARACTERISTICS

LP 2844 TLP 2844

Width: 7.9”/200mm Width: 7.9”/200mm

Depth: 8.38”/213mm Depth: 9.75”/248mm

Height: 6.7”/170mm Height: 6.8”/173mm

Weight: 3lbs./1.3kg Weight: 3.2lbs./1.4kg

MEDIA SPECIFICATIONS

Label and liner width:

1”/25.4mm to 4.25”/108mm

RIBBON WIDTH (TLP 2844)

1.3”/33mm to 4.3”/110mm
STANDARD FEATURES

Print methods: Direct thermal (LP) or direct

thermal/thermal transfer (TLP)

Construction: ABS double-walled casing

512KB Flash memory; 256KB SRAM

OpenACCESS design

Serial, parallel, and USB interfaces

Head-up sensor

Windows® drivers (95, 98, Me, NT v.4.0, 2000)

Windows printer utilities

Programming

ASCII EPL2 programming language (Page Mode)

Text and bar codes printed in 0º, 90º, 180º, 270º

Variable field support (up to 100)

Counter support (up to 10)

Variable field addition and subtraction

Status reporting

Form, font and graphics storage

Line mode support (LP 2844 only)

OPERATING CHARACTERISTICS

Environment

Operating Temp. 40ºF/5ºC to 104ºF/40ºC

Storage/Transport Environ. -40ºF/-40ºC to

140ºF/60ºC

Operating Humidity 10-90% non-condensing

Storage Humidity 10-90% non-condensing

Electrical

Autoranging external power supply

Input: 100-240VAC; 50-60Hz

Output: 20VDC; 2.5A

Communication Interface Capabilities

Serial RS232 (DB9)

1.2-38.4K bits/second

Flow control: hardware and software

USB

Parallel (centronics)

LAN/Ethernet (requires optional ZebraNet®

PrintServer II)

Agency Approvals

UL-CUL 1950; FCC (Class B); VCCI (Class B); C-TICK;

EN 500082-1; EN 55022 (Class B)/CISPR 24; EN

55024/CISPR 24; EN 60950/IEC 950; EN 61000-3-2, 3-3

MEDIA CHARACTERISTICS
Labels

Max. Roll Size: 5”/127mm O.D. on a 1”/25mm or

1.5”/38mm I.D. core

Thickness (label & liner): .003”/.08mm to

.0075”/.18mm

Media Types: Gap, notch, black mark, continuous,

fan-fold, tag stock

For optimum print quality and printer performance,

use Genuine Zebra supplies.

Ribbons (TLP 2844 only)

Max. Roll Size: 1.3”/33mm O.D. on a .5”/12.7mm

I.D. core

Standard Length: 2,900”/74m capacity; provides 1:1

media roll to ribbon ratios

Ribbon Set-up: Ribbon wound ink side out

Ribbon is recommended to be at least as wide as

media.

